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LIFTMAXX
SEMI-ELECTRIC

STACKER
ELECTRIC LIFT MANUAL PUSH-PULL

3,300 LB CAPACITY

With electric lift functions and manual 

(push and pull) drive functions, the 

LiftMaxx EMSA3300X manual straddle 

stackers is an ideal entry point for first 

time buyers in low-volume applications. 

With manual lift and push/pull operation 

but electric lift functions, the EMSA3300X 

serves as an economical alternative to 

traditional forklifts that requires little 

additional upkeep or maintenance.

Low Effort Operation – an ergonomic 

handle minimizes operator discomfort 

and strain.

Durable Design – high quality steel 

construction ensures and industrial 

fittings guarantees years of dependable 

operation.

Load capacity LBS 3300
Drive / Operation type Type Semi-Electric - Walkie
Load centre distance IN 24
Wheel number, front/rear (x = driving wheel) # 2/2
Tread, front IN 27.6
Tread, rear IN 40.0 - 55.7
Wheels Type nylon
Wheel dimension, front IN 71. x 2.0
Wheel dimension, rear IN 3.9 x 3.2
Wheelbase IN 54.7
Max. lift height IN 118.1
Mast height, extended IN 137.4
Free Lift Height IN x
Mast height, lowered IN 78.7
Height of platform IN x
Lowered height IN x
Coupling height IN x
Overhead guard height IN x
Fork height, lowered IN 3.5
Ground Clearance IN 1.4
Overall length without Platform IN 71.2
Overall width IN 44.6 - 60.3
Straddle width IN adjustable
Inside Straddle Width IN 35.4-51.2
Outside Straddle Width IN 44.6-60.3
Fork dimension IN 1.6 / 3.9 / 42.1
Fork length IN 42.1
Fork width IN 7.9 - 31.5
Aisle width, with pallet 39"x47" crosswise IN 98.2
Aisle width, with pallet 32"x47" lengthwise IN 98.2
Turning radius IN 62.7
Battery dimension (LxWxH) IN 14.2 x 6.7 x 9.8 
Battery box dimension (LxWxH) IN 14.6 x 7.1 x 10.2
Battery weight LBS 99
Service weight (with battery) LBS 1210
Traveling speed, laden/unladen MPH x
Lifting speed, laden/unladen IN/S 3.1 / 3.9
Lowering speed, laden/ unladen IN/S 5.9 / 4.7
Max. gradeability, laden/unladen % x
Battery type 12v Battery Tray
Battery voltage/rated capacity v/Ah 12 / 120
Charger, 110v plug-in Type On-Board
Driving motor power HP x
Lifting motor power HP 2.0 (DC)
Control system Type x
Service brake Type manual

MODEL # EMSA3300X
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