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Capacity lb

Load Center in

Load Distance Center of Drive Axle to Fork in
Wheelbase in

Tire Size Front in 

Rear in

Tread Front in

Rear in
Mast Height - Lowered in

Free Lift in

Maximum Lift Height in

Mast Height - Extended in

Overall Length in

Length To Face Of Forks in

Overall Straddle ID - Adjustable in

Fork Dimensions in

Ground Clearance Center of Wheelbase in

Aisle Width 1000x1200 Pallet/Crossways in

Aisle Width 800x1200 Pallet/Lengthways in

Turning Radius in

Travel Speed Laden/Unladen mph

Lift Speed Laden/Unladen in/s

Lowering Speed Laden/Unladen in/s

Maximum Gradeability Laden/Unladen %

Service Brake 

Battery - Industrial  v/Ah

Battery Weight lb

Battery Dimension l/w/h in

Service Weight without Battery lb

ELECTRIC STRADDLE STACKER
AC POWERED ELECTRIC WALKIE

3000 LB | 1.5 TON

Meets or exceeds ASME B56.1 and CSA B335 Standards

Charger v 

3000

24

274
54.4

9.84 x 2.76

3.15 x 3.31

20.5

40.9 - 56.3
83.5 89.8 97.6

61.8 68.5 76.4

177 198 220

201 220 243

76.8

35.0

46.1 - 61.4

1.8 x 3.9 x 42.1 (45.3)

1.4

97.6

96.5

63.2

3.6/3.7

4.7/7.5

13.8/4.7

8/15

Electromagnetic

24/300

660

26.6 x 10 x 19.7

2816 2860 2940

ES30STX-177

110Plug-in, On Board

57.5

78.5 90.4 98.2

- - -

98 118 130

132 155 171

77.0

98.2

97.0

64.6

1826 1848 1870

ES30SDX-118

3.86 x 3.23

40.0 - 55.7

34.6

45.0 - 60.3

1.8 x 3.9 x 42.1

1.1

3.6/3.7

2.4/5.1

5.1/3.9

8/15

Electromagnetic

24/240

528

31.5 x 10 x 12.6

3000

24

274

9.84 x 2.76

20.5

110

Starke Continuous Stability reduces incidence of 
tipping while turning corners, or travelling on uneven 
surfaces. A fixed drive wheel supported by two spring 
loaded castors are in constant contact with the 
ground, supporting the stability of the lift truck. The 
Starke Continuous Stability feature offers better 
control over competitor fixed stop supports, which sit 
o� the ground and wear quickly over time.

ES30SDX / ES30STX

Starke Continuous 
Stability System 
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FEATURES

• Advanced AC control system. Intelligent
regenerative brake system.

• Multi-function display with BDI and fault code etc.

• Emergency reversing device.

• Auto deceleration system utilizes regenerative
braking.

• Built-in pressure relief valve protects
the trucks from overloads.

• Emergency power disconnect.

• Stepless speed control.

• Lifting limit switch to shut off pump
motor at the maximum lifting height.

• Standing drive motor system has a
tight turning radius.

• Motor design is waterproof & dustproof.
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