
ELECTRIC STRADDLE STACKER
AC POWERED ELECTRIC WALKIE

3500 LB | 1.75 TON

FEATURES

• 3,500 lb. maximum lift capacity
• Lift heights from 177.1 - 220.5”
• Advanced AC control system with intelligent 

regenerative brake system.
• Includes our Continuous Stability System as a 

standard feature.
• Multi-purpose display with BDI, fault codes and 

other functions.
• Emergency reversing device/button.
• Intelligent automatic braking function that utilizes a 

regenerative braking system.
• Built-in pressure relief valve protects the trucks 

from hydrualic overloads.
• Emergency power disconnect button.
• Stepless speed control on a frei handle with left or 

right-handed operation
• Lifting limit switch to shuts off the unit’s pump 

motor once it reaches it maximum lifting height.
• A vertical drive motor provides easy maintenance 

access and a tight turning radius.
• AC motor includes design features that make it 

waterproof and dustproof. 
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 Model ES35STX / ES35SDX ES35XE
 Drive Electric Electric

 Operator type Standing Standing

 Rated capacity lbs 3500 3500

 Load center distance in 23.6 23.6

 Load distance, center of drive axle to fork in 26.6 27.4

 Wheelbase in 55.7 54.2

 Service weight lbs 2777.8-3086.4 2513.2-3373

 Axle loading, laden front/rear lbs 4034.4/2601.4 4034.4/2513.2

  Axle loading, unladen front/rear lbs 2292.8/1036.1 2292.8/1036.1

 Tires Polyurethane Polyurethane

 Tire size, front Ø250x70 Ø250x80 

 Tire size, rear Ø80x84 Ø80x84

 Additional wheels (dimensions) Ø150x60 Ø150x60

 Wheels, number front/rear (x=driven wheels) 1x+1/4 1x+1/4

 Tread, front in 21.2 22.8

 Tread. rear in 40.9/56.6 15.9/20.8

 Height, mast lowered in 71-97.6 68.3-94.8

 Free lift in 51.1-76.3 51.1-76.3

 Max. lift height in 98.4-220.4 98.4-220.4

 Height, mast extended in 119-242.5 116.3-240.5

 Height drawbar in driving position min./max in 45.2/57 45.2/57

 Height of wheel arms in 3.3 3.1

 Height, lowered in 2.7 3.9

 Overall length in 79.5(82.6) 79.5(82.6)

 Length of face to forks in 37.8 37.4

 Overall width in 46-61.8 33.4

 Fork dimensions DIN ISO 2331 in 1.3/3.9/42.1(45.2) 2.3/7/42.1/(45.2)

 Fork spread in 7.8-31.4 22.4/27.3

 Ground clearance, center of wheelbase in 1.3 1.2

 Aisle width for pallets 1000x1200 crossways in 100.9 99.8

 Aisle width for pallets 800x1200 lengthways in 100.1 99

 Turning radius in 66.7 65.1

 Travel speed, laden/unladen km/h 7.0/7.1 7.0/7.1

 Lift speed, laden/unladen m/s 0-0.16/0-0.24 0.11/0.16

 Lowering speed, laden/unladen m/s 0-0.39/0-0.26 0.14/0.19

 Max. gradeability, laden/unladen % 8/15 8/15

 Service brake Electromagnetic Electromagnetic

 Drive motor rating S2 60min kW 1.5(AC) 1.2(AC)

 Lift motor rating at S3 15% kW 3 3.0

 Battery voltage/nominal capacity K5 V/Ah or 
kWh 24/240 24/240

 Battery weight lbs 485 573.2 485

24/300

573.2

24/300


