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ELECTRIC STRADDLE STACKER
AC POWERED ELECTRIC WALKIE

2000 LB CAPACITY

This Starke LiftMaxx electric straddle 

stacker is ideal for daily use in 

warehousing, retail, and manufacturing 

environments. Starke's electric straddle 

stackers are designed with an 

operator-first mindset and include an 

ergonomic tiller handle that facilitates 

right or left handed operation and 

numerous safety features to limit 

operator fatigue and improve safety. 

Innovative technical features include 

an advanced 24v-AC control system 

with an intelligent regenerative braking 

system, battery & on-board 110v, 

plug-in charger, and a standing drive 

motor system for a tighter turning radius. 
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Load capacity
Drive / Operation type
Load centre distance
Wheel number, front/rear (x = driving wheel)
Tread, front
Tread, rear
Wheels
Wheel dimension, front 
Wheel dimension, rear
Wheelbase
Max. lift height
Mast height, extended
Free Lift Height
Mast height, lowered
Fork height, lowered
Ground Clearance
Overall length - w/o platform (with platform)
Overall width 
Inside Straddle (min-max)
Outside Straddle (min-max)
Fork length
Fork width
Aisle width, w/pallet 39"x47" w - w/o platform (w/platform)
Aisle width, w/pallet 32"x47" l - w/o platform (w/platform)
Turning radius
Battery box dimension (LxWxH)
Battery weight
Service weight (with battery)
Traveling speed, laden/unladen
Lifting speed, laden/unladen
Lowering speed, laden/ unladen
Max. gradeability, laden/unladen
Battery type
Battery voltage/rated capacity
Charger
Driving motor power
Lifting motor power
Control system
Service brake

2000
Electric - Walkie

24
1x + 1/4

20.6
40.0 - 55.7

polyurethane
Φ7.7 x 2.8
Φ3.9 x 3.1

51.2
63.0 / 98.4 / 118.1

84.4 / 122.0 / 141.7
x

81.0 / 70.0 / 81.0
3.5
1.6

70.9
44.6-60.3

 Adj/ 35.4 - 51.2
Adj/ 48.0 - 63.8

42.1
2.4

91.9
 89.9
58.7

14 x 7.8 x 9.4
133.8
1276

2.8 / 3.1
2.4 / 5.1
5.1 / 3.9

6 / 15
Industrial
24 / 100

On-Board
0.87 (AC)
2.9 (DC)

Curtis 1230
Electromagnetic

MODEL #  ES20SDX

info@starkeforklift.com
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